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August 04, 2022

Mr. Gregory Rondeau, Chairman
Franklin Planning Board
355 East Central Street
Franklin, MA 02038

Re: 700-712 Union Street (Primrose School)
Site Plan and Special Permit Review

Dear Mr. Rondeau:

BETA Group, Inc. (BETA) has reviewed documents for the project entitled: Primrose School located at 700-712 Union
Street in Franklin, MA. This letter is provided to present BETA’s findings, comments and recommendations.

BASIS OF REVIEW

The following documents were received by BETA and will form the basis of the review:

· Application for Approval of a Site Plan, dated July 6, 2022, including the following attachments:
o Form P
o Certificate of Ownership
o Certified Abutters List
o Existing Conditions Survey

· Plans (16 sheets) entitled: Site Plan Set for Primrose School Franchising Company Proposed Child Day Care
Facility June 22, 2022, prepared by Stonefield Engineering & Design, LLC. of Salem, MA.

· Architectural Plans (3 Sheets) dated May 31, 2022, prepared by ADA Architects, Inc. of Lakewood, Ohio.
· Traffic Impact Assessment, dated June 22, 2022, prepared by Stonefield Engineering & Design, LLC.
· Stormwater Pollution Prevention Plan, including drainage report, dated May 20, 2022, prepared by Stonefield

Engineering & Design, LLC.

Review by BETA included the above items along with the following, as applicable:

· Site Visit
· Zoning Chapter 185 From the Code of the Town of Franklin, current through July 2021
· Zoning Map of the Town of Franklin, Massachusetts, attested to October 7, 2020
· Stormwater Management Chapter 153 From the Code of the Town of Franklin, Adopted May 2, 2007
· Subdivision Regulations Chapter 300 From the Code of the Town of Franklin, current through March 8, 2021
· Wetlands Protection Chapter 181 From the Code of the Town of Franklin, dated August 20, 1997
· Town of Franklin Best Development Practices Guidebook, dated September 2016

INTRODUCTION

The project site includes two parcels, Lots 303-46 & 303-47 with a total area of 2.6 acres located at the corner of Union
Street and Spruce Pond Road in the Town of Franklin (the “Site”). The Site is located within the Commercial II zoning
district. Lots to the west, south, and east of the Site are also within this district while lots to the north are within
Residential VI zoning district. The site has frontage on both East Central Street and Chestnut Street. The Site is not
located within the Water Resource District.
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The existing Site is an area of open space with various amenities including a playground, basketball court, and two
sheds. The majority of the Site is an open field and is bordered by a fence. Existing utilities include utility poles and
overhead wire. A sidewalk is present along Union Street on the opposite side of the roadway from the Site.

Topography at the Site is generally directed north towards Spruce Pond Road at the rear of the parcel. No wetland
resource areas are known to be present within or in proximity of the Site. The Site is not located within a FEMA mapped
100-year floodplain, an NHESP-mapped estimated habitat of rare or endangered species, a wellhead protection area,
or any other critical area. NRCS soil maps indicate the presence of Montauk fine sandy loam with a Hydrologic Soil
Group (HSG) rating of C (low infiltration potential) and Woodbridge fine sandy loam with an HSG of C/D (low infiltration
potential when unsaturated).

The project proposes to demolish existing site features and construct a 13,525± sq. ft. one-story childcare facility.
Associated site features will include a playground area, a parking lot, a gravel access path, retaining walls, lighting, and
landscaping. Access to the Site is proposed via a new curb cut and driveway along Union Street at the southeastern
corner of the Site. Proposed utilities include domestic water, fire service, electric & telecommunications, sanitary
sewer, and gas. Stormwater management is proposed via a surface infiltration basin and a subsurface infiltration
system with associated closed drainage system consisting of catch basin to drain manhole connections.

SITE VISIT

A thorough field review by BETA is currently pending. BETA has reviewed the Site using available aerial imagery and
street view photography. Comments associated with this review are as noted throughout this report.

SV1. Provide existing conditions information for the area abutting the Site to the northeast, including Spruce Pond
Road. Indicate topography in this area and location of existing catch basins within the street to show
anticipated flow characteristics of stormwater runoff discharged via the proposed outfalls.

SV2. Revise plan to show the location of the existing building located between the northern property line and
Spruce Pond Road.

FINDINGS, COMMENTS AND RECOMMENDATIONS

GENERAL

G1. BETA notes that the project proposes significant excavation which may require approval under the Earth Removal
Regulations (§185-23). Overall soil quantities should be developed and shown on the site plans.

G2. The project as proposed will modify the nature of the stormwater discharge on to the abutting parcel. Based
upon the topography, it appears that under existing conditions the majority of site runoff will flow towards a
swale along the rear property line and flow from west to east to a low point at the northeast corner of the lot.
The applicant should note if there are any easement rights for this flow condition and if they apply to the
proposed conditions.

ZONING

The Site is located within the Commercial II (CII) Zoning District. The proposed use as an educational use is permitted
within this district by right.

SCHEDULE OF LOT, AREA, FRONTAGE, YARD AND HEIGHT REQUIREMENTS (§185 ATTACHMENT 9)

The Site meets the requirements for lot area, depth, frontage, width; front, side, and rear yards; impervious coverage
and building height.
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DRAWING REQUIREMENTS (§185-31)

Drawings must be prepared in accordance with the Zoning Bylaw (§185-31).

Z1. Provide note that all proposed plantings come from the Best Development Practices Guidebook and revise and
proposed species which are not on that list (§185-31.C.(3).(k)).

SIGNS (§185-20)

The project proposes the following signs:

Sign Designation Location
Externally Illuminated

Freestanding Sign
East Site Entrance

Stop (R1-1) East Site Entrance &
Northeast Parking Area

Accessible Parking Signs Accessible Parking Spaces

The freestanding sign is in accordance with dimensional requirements of the sign bylaw and landscaping will be
provided in its vicinity. BETA anticipates further review of the final sign design by the building commissioner.

PARKING, LOADING AND DRIVEWAY REQUIREMENTS (§185-21)

The Project proposes a Daycare facility (nonresidential building) in the Commercial II zoning district. §185-21.B(3.b)
does not provide parking requirements for this use. The Applicant has determined a minimum parking requirements
based on the ITE 5th Edition of 2.45 spaces per 1,000 square feet of gross floor area. BETA concurs with this
methodology. The required parking is thus as follows:

Use Area (SF)  Rate (Space / SF) Required Parking
Day Care 13,525 2.45 / 1,000 SF 33.14

Total: 34

Parking is proposed to the east of the new Daycare building. A total of 39 parking spaces are provided. Parking spaces
are shown as nine (9) feet by 19 feet with a min. 24-foot access aisle. Americans With Disabilities Act (ADA) regulations
require a minimum of two (2) ADA-accessible spaces for lots ranging from 25 to 50 spaces. One (1) shall be van
accessible with a 96-inch-wide access aisle and the remaining parking space is to be served by a 60-inch-wide access
aisle. The proposed two (2) accessible spaces, both van accessible, meet these requirements.

Access to the Site is proposed via a new curb cut along Union Street in the southeast corner of the property. A 24-foot
wide driveway will extend from this curb cut and connect to the proposed parking areas. Concrete curbing is proposed
around the perimeter of the driveways and parking lot.

Refer to the Screening and Landscaping section of this report for comments relating to parking lot screening
requirements.

The Site Plans indicate that the Applicant has requested a Variance from the requirement to provide a concrete
sidewalk along the street frontage per §185-28.

BETA provides the following comments relative to the parking, loading access and landscaping:

Z2. Indicate distance between the proposed curb cut and the nearby driveway entrance associated with 750 Union
Street. Entrance of exit center lines may not fall within 150 feet of the entrance of any other parking area
entrance or exit on the same side of the street (§185-21.C(7.a)).
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Z3. Consider providing a crosswalk across Union Street and extending the proposed walkway to facilitate pedestrian
access to the Site.

Z4. Review grading of gravel access road to confirm that vertical curves can be safely traveled by a Town of
Westwood Fire Apparatus.

FOUNDATION GRADING (§185-32)

The proposed structure has a finished floor elevation (FFE) of 356’. This elevation is approximately 7 feet below the
Union Street elevation of 363.05’ and is located within 125 feet of the right-of-way. The site plans indicate that the
Applicant has requested a variance from this requirement.

SCREENING (§185-35) AND LANDSCAPING

The project proposes thirteen (13) tree plantings and seventy-six (76) shrub plantings located predominantly around
the perimeter of the parking areas. The project also proposed three “shrub areas” consisting of tall grasses with a total
shrub planting quantity of 227 plantings. The provided planting quantity is in accordance with those required for the
proposed number of parking spaces.

§185-35(A) requires that outdoor parking for 10 or more cars must be screened from any adjacent residential district
or use. Such districts/uses are located only to the north of the Site. A vinyl fence is proposed along the east, south,
west, and northwest perimeters of the Site, but no screening is provided along the northern side of the parking lot
except for an existing area of trees to remain between Spruce Pond Road and the Site. This appear appears to consist
of a mix of deciduous and evergreen trees. In addition, this northern area is located at a lower elevation compared to
the Site which will limit visibility of the parking lot.

Z5. BETA defers to the Board regarding adequacy of the existing screening.

LIGHTING (§185-31.C(4)(E))

Project Lighting Plans (C-8) indicate that a total of 4 pole-mounted and 19 wall-mounted luminaires are proposed.
Wall-mounted luminaires are located around the perimeter of the building while pole-mounted luminaires are located
throughout the eastern parking lot. A photometric plan was provided.

The Illuminating Engineers Society of North America (IESNA) recommends the following for parking lots:

Level Horizontal
Illuminance (min)

Vertical
Illuminance (min)

Uniformity Ratio
(max/min)

Basic Maintained Illuminance 0.2 0.1 20/1
Enhanced Security Illuminance 0.5 0.25 15/1

Luminance within the parking lot is consistent with the above table. A minor amount of light spillage (0.1 to 0.3) will
occur onto Union Street near the driveway entrance.

Z6. Request waiver for light spillage beyond the limit of the property (§185-31.C.(4).(e)).

STORMWATER MANAGEMENT

The stormwater management design proposes a subsurface infiltration system (porous pavement) and above-ground
infiltration system to capture, store, and infiltrate stormwater runoff from the parking lot, roof, and playground areas.
Stormwater runoff will be conveyed to the above-ground system via a new closed drainage system consisting of catch
basins and drainage manholes. Conveyance to the subsurface system is presumed to be accomplished via infiltration
through the artificial turf. Overflow from these systems will be conveyed to new outfalls at the northwestern and
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northeastern corners of the Site. A sediment forebay is proposed for pretreatment prior to discharge to the above-
ground system.

SW1. Provide anti-float ring or similar for OS-1 and other structures which may extend below the water table.

STORMWATER MANAGEMENT REGULATIONS (CHAPTER 153)

The project proposes to disturb land in excess of once acre within the Town of Franklin. It is therefore subject to the
Stormwater Management Regulations. The project is also required to comply with the Town of Franklin Best
Development Practices Guidebook (BDPG) Compliance with these regulations is outlined below and throughout the
following sections.

SUBDIVISION REGULATIONS - STORMWATER MANAGEMENT REGULATIONS (§300-11)

Additional requirements for stormwater management are outlined in §300-11 of the Town of Franklin Subdivision
Regulations.

SW2. Provide min. 20’ setback between subsurface porous pavement infiltration system and building foundation
((§300-11.A(7.a)).

SW3. Revise proposed drainage pipe to be reinforced concrete or request waiver (§300-11.B(2.a)).

SW4. Provide required headwall at outfalls (§300-11.B(2.b)).

SW5. Revise catch basin detail to include a 4’ sump ((§300-11.B(3.c)).

MASSDEP STORMWATER STANDARDS
The project is subject to the Massachusetts Stormwater Standards as outlined by MassDEP. Compliance with these
standards is outlined below:

NO UNTREATED STORMWATER (STANDARD NUMBER 1): No new stormwater conveyances (e.g., outfalls) may
discharge untreated stormwater directly to or cause erosion in wetlands or waters of the Commonwealth. The project
proposes two new outfalls. Neither outfall is located in proximity to a wetland resource area. Riprap aprons are
proposed at each discharge point for erosion control.

POST-DEVELOPMENT PEAK DISCHARGE RATES (STANDARD NUMBER 2): Stormwater management systems must be
designed so that post-development peak discharge rates do not exceed pre-development peak discharge rates. The
project proposes a net increase in impervious area and changes to site hydrology. Stormwater runoff will be mitigated
via two new infiltration BMPs. Calculations indicate a decrease in peak discharge rate to all watersheds.

SW6. Provide table comparing pre- and post-development runoff volume

SW7. Revise watershed boundaries to include any offsite areas that will drain to the proposed infiltration BMPs. This
is anticipated to include a portion of Union Street and its associated catchment area where the lack of curbing
will allow stormwater to flow onto the property.

SW8. Revise area of infiltration basin to use a cover type of impervious Water Surface to avoid “double-counting”
the infiltration that will occur in this area.

SW9. Provide data quantifying the anticipated rate of infiltration through the artificial turf layer. Provide means of
ensuring that stormwater runoff will flow into the artificial turf layer rather than flowing to the north and west.

SW10. Review design of pipe “M-100 to FB.” Based on provided calculations, the design capacity is inadequate.
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RECHARGE TO GROUNDWATER (STANDARD NUMBER 3): Loss of annual recharge to groundwater should be
minimized through the use of infiltration measures to maximum extent practicable. NRCS soil maps indicate that soil
in the area of proposed modifications is Montauk fine sandy loam with a Hydrologic Soil Group (HSG) rating of C (low
infiltration potential) and Woodbridge fine sandy loam with an HSG of C/D (low infiltration potential when
unsaturated).

The Applicant has conducted test pits at the Site indicating that subsurface soil is loamy sand. Estimated groundwater
at the Site ranged from 2’-0” below grade to 11’-0” below grade, and no elevations were provided. Test pit logs
indicate an estimated exfiltration rate of 2.41 in/hr. or 0.17 in/hr., though minimal data is provided as to how this rate
was determined.

Recharge is proposed via a new above-ground infiltration system and a new subsurface infiltration system which will
capture runoff. The BMPs are anticipated to provide groundwater recharge in excess of what is required.

SW11. Provide plan showing the location of each test pit to verify elevation of groundwater

SW12. Based upon the density of the underlying native soils noted by the soil evaluator. BETA agrees that an
infiltration rate of 0.17 inches per hour is appropriate for the site.

SW13. Provide calculations for provided recharge volume. Due to the proposed low-flow outlets, there is no static
storage within this basin and calculations to support dynamic storage have not been provided.

SW14. Revise infiltration basin to provide a min. 1-foot of freeboard between the 100-yr storm elevation and the top
of basin berm elevation.

SW15. Provide impervious barrier, typically a curb, through emergency spillway riprap to prevent flows through the
spillway below the intended invert elevation.

TOTAL SUSPENDED SOLIDS (STANDARD NUMBER 4): For new development, stormwater management systems must
be designed to remove 80% (90% per Town Bylaw) of the annual load of Total Suspended Solids (TSS). The project
includes the following treatment trains:

Treatment
Train BMP 1 BMP 2 Infiltration BMP TSS Removal

%

A Deep Sump
Catch Basin

Sediment
Forebay Infiltration Basin 80%

B None None Subsurface
Infiltration System 80%

The project is required to treat the 1.0-inch water quality volume per Town Bylaws. Water quality volume is provided
via the proposed infiltration BMPs in excess of what is required. At least 44% TSS removal is achieved prior to discharge
to the above-ground infiltration basin. No pretreatment is provided for the subsurface system on the grounds that the
BMP’s catchment includes only the building roof and the playground area.

SW16. Provide worksheets for calculation of TSS removal for each treatment train. The TSS removal for Treatment
Train A is only 80%. The pretreatment provided by the catch basin and the forebay are requirements for the
80% provided by the basin.

SW17. Provide calculations for provided total phosphorus (TP) removal and total nitrogen removal (TN) (BDPG).

SW18. Refer to comment SW13 above for determination of water quality volume, accounting for runoff that will
bypass treatment via the low-flow outlets. If the project cannot retain the 1.0-inch water quality volume on-
site, the treatment train must provide 90% TSS removal and 60% Phosphorus removal.
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SW19. Provide Long-Term Pollution Prevention Plan or include required measures as part of the Operation &
Maintenance Plan.

SW20. Review design of artificial turf and subsurface infiltration system. The artificial turf detail calls for 95% min.
compacted fill beneath the turf and references a soils report, while the basin detail calls for Type #2 stone
beneath the turf. Provide a copy of this soils report and rectify the inconsistency.

HIGHER POTENTIAL POLLUTANT LOADS (STANDARD NUMBER 5): Stormwater discharges from Land Uses with Higher
Potential Pollutant Loads (LUHPPLs) require the use of specific stormwater management BMPs. The project is not
considered a LUHPPL – not applicable.

CRITICAL AREAS (STANDARD NUMBER 6): Stormwater discharges to critical areas must utilize certain stormwater
management BMPs approved for critical areas. The project is not located within a critical area – not applicable.

REDEVELOPMENT (STANDARD NUMBER 7): Redevelopment of previously developed sites must meet the Stormwater
Management Standards to the maximum extent practicable. The project is not considered a redevelopment – not
applicable.

EROSION AND SEDIMENT CONTROLS (STANDARD NUMBER 8): Erosion and sediment controls must be implemented
to prevent impacts during construction or land disturbance activities. As the project proposes to disturb greater than
one acre of land, it will be required to file a Notice of Intent with EPA and develop a Stormwater Pollution Prevention
Plan (SWPPP). Erosion control measures are depicted on the plans include silt fence, inlet protection, stabilized
construction entrance, dust control, and designated stockpile area.

SW21. Provide Stormwater Pollution Prevention Plan (SWPPP).

SW22. Supplement silt fence with additional perimeter control (compost filter tube) along downgradient property
boundaries to ensure adequate erosion mitigation.

SW23. Provide measures to prevent access to the Site via the proposed gravel driveway to ensure all construction
period access is via the stabilized construction entrance.

SW24. Provide inlet protection at downgradient catch basins within Union Street and Spruce Pond Road.

SW25. Clarify location of temporary sediment basin noted in the construction sequence. If the infiltration basin is
intended to be used as this sediment basin, provide measures to remove any construction period sediment
from the basin during site restoration.

SW26. Provide means of protecting subsurface infiltration system from construction-period sediment.

SW27. Provide description of all construction and stockpile and/or excess materials removed from the Site of expected
to be stored on-site (§153-12.L).

SW28. Revise construction sequencing to include timing of stripping and clearing, construction of utilities,
infrastructure, and buildings, and final grading (§153-12.M).

SW29. Include requirement that erosion control barriers must be installed, inspected, and approved by a professional
engineer or licensed wetlands scientist and that no sedimentation barrier may be removed without prior
approval of the commission or its staff (BDPG).

OPERATIONS/MAINTENANCE PLAN (STANDARD NUMBER 9): A Long-Term Operation and Maintenance Plan shall be
developed and implemented to ensure that stormwater management systems function as designed. A Stormwater
Operation and Maintenance Manual was provided with the Stormwater Management Report.

SW30. Include maintenance of the outfalls and riprap aprons.
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SW31. Provide owner signature (§153-18.B(5)).

SW32. Include provision requiring a documentation submittal to the DPW confirming when maintenance has been
satisfactorily completed (§153-18.B(6)).

SW33. Include note that the owner of the stormwater management system must notify the Director of changes in
ownership or assignment of financial responsibility (§153-18.D(1)).

SW34. Include maintenance of sediment forebays.

SW35. Provide inspection and maintenance of deep sump catch basins at a frequency of at least 4 times per year.

SW36. Provide Map showing the location of all stormwater BMPs in each treatment train along with the discharge
point.

SW37. Provide inspection ports for the subsurface infiltration system.

SW38. Indicate anticipated means of accessing infiltration basin, sediment forebay, outlet control structure, and
outfalls for maintenance.

ILLICIT DISCHARGES (STANDARD NUMBER 10): All illicit discharges to the stormwater management system are
prohibited. An Illicit Discharge Compliance Statement was provided with the submission

SW39. Revise statement to note that there are no existing illicit discharges present on the Site.

SW40. Provide signature of owner on the illicit discharge compliance statement.

If we can be of any further assistance regarding this matter, please contact us at our office.

Very truly yours,
BETA Group, Inc.

Gary D. James, P.E. Stephen Borgatti, PE, MENG
Senior Project Manager Project Engineer

cc:   Amy Love, Town Planner

Job No: 10519.01

O:\10500s\10519 - Franklin, MA - On-Call Eng - Peer Reviews\10519.01 700-712 Union Street\Reports\2022-08-04 700-712 Union Street
Peer Review.docx



TOWN OF FRANKLIN 
DEPARTMENT OF PUBLIC WORKS 

Franklin Municipal Building 

257 Fisher Street 

Franklin, MA 02038-3026 

 

 

 

August 4, 2022 

 

Mr. Greg Rondeau, Chairman 

Members of the Franklin Planning Board 

355 East Central Street 

Franklin, MA 02038 

 

 

RE:  Site Plan – Primrose School Day Care, Union Street 

 

Dear Mr. Chairman and Members: 

 

We have reviewed the submitted materials for the subject project and offer the following 

comments: 

 

1. Applications that may need to be filed with the Franklin Department of Public Works 

include (but are not necessarily limited to) a Soil Erosion and Sediment Control Plan 

Certification Permit, a Water and Sewer Permit, a Street Excavation Permit, and a 

Public Way Access Permit.  

 

2. The domestic water and fire service taps shall be two separate taps coming off the 

main in Union St. 

 

3. The applicant has previous submitted a copy of the easement from the abutting 

condominium development giving them the right to connect to the existing sewer at 

the rear of the property. 

 

4. A test pit should be performed prior to construction to verify the location of the sewer 

stub at the rear of the property. 

 

5. The plans include a detail for concrete curb, the Board has typically required concrete 

curb to be reinforced concrete. We note that vertical granite curb will be required for 

the entrance radii within the Town right-of-way.   

 

6. The plans call out for HDPE drainage pipe, however the Board typically requires 

reinforced concrete pipe for on-site drainage systems.  

 

7. In addition to not increasing the peak rate of stormwater runoff from the site, the 

proposal must also not increase the peak volume of runoff from a site.  The applicant 

should include a table in the stormwater report comparing the pre- vs. post- runoff 

volumes to go along with the comparison of runoff flow rates.  

 



 

 

8. The drainage design will need to document that it meets the Town’s Stormwater bylaw 

section 153-16 which requires on site retention of the volume of runoff equal to or 

greater than 1” multiplied by the total post-construction impervious surface.   

 

9. Soil test pit locations should be identified on the plan.  

 

10. The proposed underground stone infiltration system area B-1 is called out on the 

plans, but the limits and details of this system are a bit unclear. Is runoff from other 

areas being directed to his infiltration system?  

 

 

Should you have any questions or require additional information, please do not hesitate to 

contact me. 

 

Sincerely, 

 
Michael Maglio, P.E. 

Town Engineer 
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DATE: August 2, 2022 

TO:  Franklin Planning Board 

FROM: Department of Planning and Community Development 

RE: 700 Union Street (750 Union St) 

Site Plan  

______________________________________________________________________________ 

The DPCD has reviewed the above referenced Site Plan application for the Monday, August 8, 

2022 Planning Board meeting and offers the following commentary: 

General: 

1. The site is located at 700 Union Street in the Commercial II Zoning District (Assessors 

Map 303 Lots 046 & 047). 

2. The applicant is proposing to construct a 13,525 sq/ft foot daycare with 50 parking spaces. 

3. The Applicant is not required to file with the Conservation Commission. 

4. Review letters have been received Fire.  DPW and BETA is currently reviewing the 

submittal. 
 

 

 

Comments: 

1. The Applicant should show on the abutting structures on the site plan. 

2. The applicant will need to file with the Design Review Commission for signage and 

building facade.   

3. Color renderings should be submitted to the Planning Board. 

4. An ANR plan will need to be filed to combine the lots prior to construction. 

5. A traffic Impact Assessment has been submitted by the Applicant.  The Board can 

request that BETA review the traffic study. 

 



 

 

FRANKLIN FIRE DEPARTMENT 
 
 
 
 
 
 
 
 
 
TO : DPCD 
 
FROM : J. S. BARBIERI, DEPUTY FIRE CHIEF 
 
DATE :14 JULY 2022 
 
RE :700-712 UNION ST. - SITE PLAN 
 
Thank you for the opportunity to review the above mentioned plan.  We have met 
with the proponent regarding this project.  They have met our requirements and 
we have no further comment at this time. 
 
Please contact me should you have any question or require any additional 
information. 
 
 
cc: file 
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The following notice will be published in the Milford Daily Newspaper once on  

Monday, July 25, 2022 and again on August 1, 2022 

________________________________________________________________________ 

FRANKLIN PLANNING BOARD 

PUBLIC HEARING NOTICE 
 

 

In accordance with the Town of Franklin Zoning By-Laws, the Franklin Planning Board will hold 

a public hearing at the Town Hall (and can also be attended remotely) on Monday, August 8, 

2022 at 7:05 PM in the Town Council Chambers of the Franklin Municipal Building, 355 East 

Central Street, for a Site Plan application titled “Proposed Child Day Care Facility” Franklin, MA 

prepared by Joshua Kline, Salem, MA., and submitted to the Department of Planning & 

Community Development on July 6, 2022, by Primrose School Franchising Company, Warren, 

NJ. 

The property is located in the Commercial II Zoning District (Assessors Map 303 Lots 46 & 47) 

at 700-712 Union Street.  The Applicant is proposing to construct a one-story child day care facility 

with off-street parking, landscaping, utility services, site lighting and stormwater management 

facilities. 

Please note: This will be your only written notice of this public hearing.  Should the Planning 

Board vote to continue this Public Hearing, the date and time will be posted on the Planning 

Board’s website under Agendas. 

Please contact the Department of Planning & Community Development at (508) 520-4907 if you 

require further information or if you need to make arrangements to provide translation services for 

the hearing impaired, or for persons with language barriers. 

Copies of the plan and supporting documentation may be reviewed in the Department of Planning 

& Community Development during regular office hours.  

 

Greg Rondeau, Chairman 
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